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-- Pole installation with single and double,
   versions.
-- Corrosion resistant die-cast aluminium body.
-- Silicon gasket.
-- All exterior parts are stainless steel.
-- Tempered safety glass.
-- Mains voltage: 220-240V / 50-60Hz.
-- Clever thermal design.
-- High visual comfort.
-- Colour tolerance max. 3 SDCM.
-- DALI and 1-10V options available.

Albatros

-- Direğe tekli ve ikili montaj seçeneği.
-- Korozyona dayanıklı aluminyum enjeksiyon 
   gövde.
-- Silikon contalı.
-- Dışarda kalan tüm metal parçalar paslanmaz 
   çelikten.
-- Tamperli cam.
-- 220-240V / 50-60Hz enerji girişli.
-- Akıllı soğutma tasarımı.
-- Yüksek aydınlatma konforu.
-- Renk toleransı max. 3 SDCM.
-- DALI ve 1-10V seçenekleri mevcuttur.

 Albatros offers versatility and functionality 
along with a highly attractive design. Led and optic 
combination inside Albatros combine efficient light 
output and visiual comfort at the same time. During 
daytime it creates nice apperance in cityscapes 
and during night when it is on, it creates fascinating 
athmosphere. 
 High efficient asymmetric optic 
characterize the fixture to be perfect option for 
outdoor areas of office buildings, shopping malls, 
campuses, hotels, outdoor parkinglots etc.

 Albatros göz alıcı tasarımı ve çok yönlü 
fonksyonelliği ile bulunduğu mekanlara değer 
katar. Armatür içerisinde yer alan LED ve optik 
kombinasyonu verimlilik ve görsel konfor sağlar. 
Albatros gündüzleri tasarımı ile şehirlere görsellik 
katarken geceleri ise ışığın etkisiyle mükemmel bir 
atmosfer yaratır.
 Yüksek verimli asimetrik optik ürünü dış 
mekan park alanlarında, ofis bina  çevrelerinde, 
alışveriş merkezi çevre aydınlatması, otel ve kampüs 
gibi projelerde kullanımını olanaklı kılar.
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Streetlight Optic

Textured Metalic
Dark Grey BlackLight GreyWhite

0°0°

Albatros
IP

LED Power LED 

System Power / Sistem Gücü 75W

Lumen Output from Fixture / 
Armatür Çıkış Lümeni 
CRI>80

2700K 9390

3000K 9580

3500K 9775

4000K 9975

6000K 10275

1-10V Dimming Option / 1-10V Dim Seçeneği π

Dali Dimming Option / Dali Dim Seçeneği π

Albatros / O07.ST.07805



104

P
ol

e-
to

p 
Lu

m
in

ai
re

s 
S

er
ie

s 
/ 

D
ire

ğe
 M

on
te

 S
ok

ak
 A

rm
at

ür
le

ri 
S

er
is

i

Streetlight Optic
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Albatros
IP

LED Power LED 

System Power / Sistem Gücü 2x75W

Lumen Output from Fixture / 
Armatür Çıkış Lümeni 
CRI>80

2700K 2x9390

3000K 2x9580

3500K 2x9775

4000K 2x9975

6000K 2x10275

1-10V Dimming Option / 1-10V Dim Seçeneği π

Dali Dimming Option / Dali Dim Seçeneği π

Albatros / O07.ST.07810
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Textured Metalic
Dark Grey BlackLight GreyWhite

0°0°

Albatros
IP

Streetlight Optic
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LED Power LED 

System Power / Sistem Gücü 2x75W

Lumen Output from Fixture / 
Armatür Çıkış Lümeni 
CRI>80

2700K 2x9390

3000K 2x9580

3500K 2x9775

4000K 2x9975

6000K 2x10275

1-10V Dimming Option / 1-10V Dim Seçeneği π

Dali Dimming Option / Dali Dim Seçeneği π

Albatros / O07.ST.07815


