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Panda Mini

Panda Mini / 007.WL.00521
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Textured Metalic
Light Grey Dark Grey

Black

255mm

2124mm

255mm

Siparis Ko Leatwe/ Tt | GEENERS | ™ | leiSayer | Limen /| e/ Color
007.WL.00521 Power Led 22W 700mA 9 2545 2700K
0O07.WL.00521 Power Led 22W 700mA 9 2595 3000K
0O07.WL.00521 Power Led 22W 700mA 9 2650 3500K
0O07.WL.00521 Power Led 22W 700mA 9 2703 4000K
0O07.WL.00521 Power Led 22W 700mA 9 2785 6000K
0O07.WL.00521 Power Led 17.50W 700mA 9 2100 Red / Kirmizi
0O07.WL.00521 Power Led 24W 700mA 9 2645 Green / Yesil
0O07.WL.00521 Power Led 23W 700mA 9 1200 Blue / Mavi
0O07.WL.00521 Power Led 17.50W 700mA 9 1235 Amber

* See page 246 for Idt files. / Isik egrileri igin sayfa 246 bakiniz.

EN TR

— Direct lighting luminaire for use with LEDs.

— Corrosion resistant die-cast aluminium body.

— Installation with bracket on floor, walls and ceiling surfaces.

— Mains voltage: 220-240V / 50-60Hz.

— Clever thermal design.

— Spot, medium and wide beam angles available.

— Led colour temperatures are optionally 2700K, 3000K, 3500K, 4000K
and 6000K.

— Suitable for illumination up to 10 meter height.

— Optionally 2 cable entries for through-wiring of mains supply cable.

— Internal silicon gaskets ensure IP protection.

— All external screws are stainless steel.

— Double layer polyester powder paint resistant to corrosion and salt
spray fog.

- Up to 123Im/W efficiency.

— High colour consistency: <8 SDCM

— Stainless steel cable gland and mains cable provided with IP68 socket.

— Mechanical aiming lock.

— DALI and 1-10V dimming options available.

— Due to high heatsink capacity, Panda can operate in high Ta teperature
conditions.

- Led!'li simetrik isik ¢ikisli projektor armatdr.

- Korozyona dayanikli aluminyum enjeksiyon gévde.

- Braketli montaj sistemine sahiptir.

- 220-240V / 50-60Hz enerji girisli.

- Akilll sogutma tasarimi.

- Dar, orta ve genis agl segenekleri mevcuttur.

- 2700K, 3000K, 3500K, 4000K ve 6000K renk sicakligi segenekleri
mevcuttur.

- 10 metre yukseklige kadar aydinlatma saglanir.

- 2 kablo giris terminali ile armaturler arasi atlama yapilabilir.

- Silikon contalar ile IP korumasi sorunsuz saglanir.

- TUm dis vidalar paslanmazdir.

- Cift katmanli polyester toz boya sayesinde korozyona ve tuza dayanikli.

- 123Im/W'a kadar ulasan verim.

- YUksek renk uyumu: <8 SDCM

- ArmatUrde paslanmaz kablo rekoru kullaniimaktadir ve 220V ana
sebeke kablosunda IP68 korumall konnektdr bulunmaktadir.

- Mekanik kilitteme sistemi.

- DALI ve 1-10V Dim segenekleri mevcuttur.

- YUksek sogutma kapasitesi sayesinde Panda yUksek Ta sicaklik
degerlerine sahip ortamlarda da rahatca calisir.
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